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CONTRACT No:  ……………………………………………………………………..

CONTRACT NAME:  …………………………………………………………………

OPERATIONAL REQUIREMENTS

1.
Level of Temporary Traffic Management
The temporary traffic management shall be to:

Level LV

Level 1

Level 2

Level 3

(Strike out those that do not apply)

2.
Hours of Work
The contractor shall program work such that contract activities affecting traffic flow are not carried out on-site between the hours specified below Monday to Friday inclusive.

No work other than emergency or maintenance work shall be undertaken on weekends without prior approval of the Engineer

Hours/Days when work in Prohibited or Restricted

……………………………………………………………………………………………

……………………………………………………………………………………………

………………………………………………………………………………………...…

3.
Project Specific Conditions
……………………………………………………………………………………………

……………………………………………………………………………………………

………………………………………………………………………………………...…

4.
Excessive Traffic Delays
The steps outlined in the Traffic Management Plan to deal with excessive traffic delays shall be implemented once the traffic delay exceeds …………... minutes.

The Contractor is responsible for monitoring of traffic delay.

5.
Road Controlling Authority Approval at Single Lane Operations
Approval of the RCA is required/is not required in advance if traffic is restricted to single lane operation.

6.
Advice to Other Parties
Public Notification is not required/is required.  If required, the details are:

……………………………………………………………………………………………

……………………………………………………………………………………………

………………………………………………………………………………………...…

Parties with Access Affected

……………………………………………………………………………………………

……………………………………………………………………………………………

………………………………………………………………………………………...…

7.
Delineation Devices
The height of delineation devices will be at least:

……………mm when used on roads

……………mm for protecting wet pavement marking 

8.
Condition of Road Surface
Deduction made for temporary road not being sealed and maintained for greater 

than …………..days at $………………/calendar day

9.
Basis of Payment
Payment shall be in accordance with:

(a) Lump Sum 
$…………. 

(b) Daily Rate

$………….  per 24 hours

(c) Provisional Sum
$………….  per 24 hours

10.
Positive Traffic Management - Specific Requirements
…………………………………………………………………………………………...

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

11.
Pilot Vehicle Exemption
………………………………………………………………………………………...…

………………………………………………………………………………………...…

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…

…………………………………………………………………………………………...

………………………………………………………………………………………...…
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