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Part 8 of the Traffic Control Devices Manual (TCD Manual)
Code of Practice for Temporary Traffic Management (CoPTTM)

(CoPTTM) - (SP/M/010)
Fourth Edition – Update Note January 2015
	Prepared By:
	Stuart Fraser for National Traffic and Safety Manager

	Date of Issue:
	17 January 2015


	Circulation
	Regional Operations Managers, holders of the Code of Practice for Temporary Traffic Management and NZTA website. Please forward to your consultants and contractors

	Objective
	To update the October 2014 version of the Fourth Edition of the CoPTTM.

	Effective Date
	1 February 2015

	Status
	This document is a guideline for use by the roading industry, road controlling authorities, network utility operators and event holders.

	Implications
	The amendments are clarifications or corrections to the fourth edition in relation to inspection activities on level 2 and level 3 roads. Some relaxations have been included in this update. The January 2015 version of CoPTTM is available online.

	Reminder for all holders
	It is important to keep holders of our documents up to date. Holders can update by copying the relevant sections from the NZTA website:
www.nzta.govt.nz/copttm

	Additional Copies
	These may be downloaded from NZTA’s website, free of charge or purchased direct from our distributor either via the website, or directly to NZ Print, PO Box 2491, Wellington, 6140
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	Changes of note from October 2014 to January 2015

	Reference in 4th Edition
	Change
	Implementation / implications

	A6.6.1 About the TC Inspector training
	This training is similar to the TC training but includes level 2/3 2 and level 3 inspection material.

This training is delivered by selected trainers and includes a regional network induction may include a regional network induction for the region where the workshop is being held. 

Prior to carrying out inspections in any region, the TC Inspector must receive that RCA’s level 2 and 3 network induction.
There is no prerequisite for this level of training.

This qualification enables the holder, once briefed by the STMS, to:

· set up, maintain, alter and remove level LV and level 1 TTM worksites 

· undertake inspections on shoulders that are totally outside the edgeline of level 2 and level 3 roads

· undertake inspections on the lane of level 2 roads with permanent speed under 65km/h. For this activity, the onsite control must be by another TC Inspector, an STMS-NP or an STMS L2/3 acting as the spotter. The TC Inspector is the person carrying out the activity on the live laneFor this activity, the onsite control must be by an STMS L2/3, or an STMS-NP or a TC Inspector.
· undertake inspections on the lane of level 2 roads, nominated by the RCA, with permanent speed over 65km/h. For this activity, onsite control must be by an STMS-NP or an STMS L2/3 acting as the spotter. The TC Inspector is the person carrying out the activity on the live lane.

This special qualification is designed for:
	Correction and clarification 

	
	Type of person
	Examples
	

	
	Staff who might be required to carry out inspections outside the edgeline of level 2 and level 3 roads
	Students or casual workers required to carry out: 

· a traffic count from a safe location, or 

· a visual inspection of an asset such as a sign or a barrier system
	

	
	Staff who might be infrequently required (4 or less occasions) to carry out inspections on the live lane of level 2 roads over the course of one year  (see above conditions)
	Planners/property staff required to make confirmatory site or location inspections on level 2 or level 3 roads over the course of one year
	

	
	
	

	
	Type of person
	Examples 
	

	
	Person who might be infrequently (eg 4 or less occasions per annum) required to carry out inspections on the live lane of level 2 roads  
	Planners/property staff required to make confirmatory site or location inspections on level 2 or level 3 roads over the course of one year 
	

	
	Students or casual workers employed to carry out a study
	A traffic count from a safe location, or a visual inspection of an asset such as a sign or a barrier system
	

	
	Staff who are regularly involved in the installation of TTM closures on level 2 and level 3 roads, which may include inspecting or carrying out non-invasive work, are not eligible for the TC-I TC Inspector and must hold the level 2/3 STMS or STMS-NP qualification. 

Examples of staff  involved in activities that will not be eligible are:

· contract manager for level 2/3 project

· litter collection

· gardening

· sign or other device cleaning.
Staff who have previously been identified as requiring the L2/3 STMS-NP warrant to carry out inspection or non-invasive type work activities outside the edgeline of a level 2 and level 3 road may, at or before the renewal date of their warrant, choose to attend the TC Inspector training to requalify as a TC Inspector if the activities they carry out on the level 2 and level 3 roads meet the inspection criteria alone.

Note: If the re-qualified persons’ role subsequently changes and the L2/3 STMS-NP warrant is again required then a L2/3 STMS-NP Refresher course must be attended if the STMS-NP warrant has lapsed.  
	

	D7.6.5 Training requirements
	D7.6.5.1 Level LV and level 1 roads

For inspection activities on level LV and level 1 roads the minimum training requirement is TC or TC Inspector. 

D7.6.5.2 Level 2 or level 3 roads

For level 2 and level 3 roads where the activity is totally outside the edgeline, the inspection activity must be under the control of:

· a STMS-NP, or

· a level 2/3 STMS, or 

· a level 2/3 STMS, or 

· a STMS-NP, or

· a TC Inspector.

For level 2 roads under 65km/h where the activity is on the lane of a road, the onsite control must be by another TC Inspector, an STMS-NP or an STMS L2/3 acting as the spotter. The TC Inspector is the person carrying out the activity on the live lane.

For level 2 roads under 65km/h where the activity is on the lane of a road, the onsite control must be by an STMS L2/3, or an STMS-NP or a TC Inspector.
For level 2 roads nominated by the RCA, over 65km/h and the activity is on the lane of a road, onsite control must be by an STMS-NP or an STMS L2/3 acting as the spotter. The TC Inspector is the person carrying out the activity on the live lane.
For level 2 roads, over 65km/h where the activity is on the lane of a road, the onsite control must be by an STMS L2/3 or an STMS-NP. The inspection must only be carried out with RCA approval and may be subject to RCA conditions (eg locations, times).
	Correction, clarification and relaxation


D7.7 Summary of requirements for inspections
	Type of road
	On shoulder, berm or footpath – no time limit
	On live lane – up to 5 minutes
	Over 5 minutes

	Level LV
	Spotter optional – can be one person activity:
· Working under anthe approved TMP, following the  STMS’ briefing

· Onsite control must be by an STMS, or a TC or a TC Inspector.
	Inspection not permitted.

Must use a mobile, semi-static, or static closure.

	Level 1
	
	Spotter required – minimum two person activity:
· Working under anthe approved TMP, following the  STMS’ briefing
· Onsite control must be by an STMS, or a TC or a TC Inspector.
	

	Level 2 under 65km/h
	Spotter optional –  can be one person activity:
· Working under anthe approved TMP, following the  STMS’ briefing
· Onsite control must be by an STMS L2/3, or an STMS-NP or a TC Inspector.
	Spotter required – minimum two person activity: 
· Working under anthe approved network specific TMP, following the  STMS’ briefing

· The inspection activity on the live lane must be carried out by one TC Inspector with the site under the control another TC Inspector, an STMS-NP or an STMS L2/3 acting as the spotter
· Onsite control must be by an STMS L2/3, or an STMS-NP or a TC Inspector.
	

	Level 2 over 65km/h
	
	Only applies on roads nominated by RCA.

Inspection must only be carried out with RCA approval and may be subject to RCA conditions (eg locations, times).
Spotter required – minimum two person activity:

· Working under anthe approved TMP, following the  STMS’ briefing
· The inspection activity on the live lane must be carried out by one TC Inspector with the site under the control of an STMS-NP or an STMS L2/3 acting as the spotter
· Onsite control must be by an STMS L2/3 or an STMS-NP.
	

	Level 3
	
	Inspection not permitted.

Must use a mobile, semi-static, or static closure.
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