
 





 

 

 

 

 

 

 

 

 

 

 

 

 

 



ASTM D4759 Standard practice for 

determining the specification conformance of geosynthetics

 

 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(1) Short-term tests in accordance with EN ISO 10319:2015. The values given are mean values of ultimate strength and tolerance values correspond to the 95% confidence level to establish the characteristic short-term tensile strength (Tch) in accordance with EN 
13251:2016; 

PARAGRID 
Grade 

Avg. Tensile 
strength - MD 

Avg. Tensile strength - 
CMD 

Strip reinforcement 
polymer 

Strip coating 
polymer 

Mass per 
unit area 

Roll width 
Roll 

length 

kN/m kN/m - - g/m2 m m 

30/5 37 6 PET PE 213 3.9 100 

 40/5 46 6 PET PE 218 3.9 100 

 50/5 57 6 PET PE 244 3.9 100 

 65/5 70 6 PET PE 312 3.9 80 

 80/5 86 6 PET PE 362 3.9 80 

 90/5 96 6 PET PE 397 3.9 80 

100/5 106 6 PET PE 416 3.9 80 

 110/5  116 6 PET PE 441 3.9 50 

120/5  125 6 PET PE 452 3.9 50 

135/5  141 6 PET PE 510 3.9 50 

150/5  160 6 PET PE 567 3.9 50 

160/5  170 6 PET PE 604 3.9 50 

175/5  185 6 PET PE 656 3.9 50 

200/5  212 6 PET PE 705 3.9 50 

30/15  37 17 PET PE 328 3.9 50 

50/15  57 17 PET PE 367 3.9 50 

80/15  86 16 PET PE 435 3.9 50 

100/15 106 16 PET PE 488 3.9 50 

120/15  130 17 PET PE 547 3.9 50 

150/15  160 17 PET PE 671 3.9 50 

160/15  170 17 PET PE 700 3.9 50 

200/15  212 17 PET PE 781 3.9 50 


