
56

1
2

296

1
2

1
2

56

25

24

4
5

3

2
5

15

370

320

565

445

40

40

477

320

8
0

54

94

22.5

1
2

260

152

112

1
6

20

1
6

1
0

60

40

12

12

MONTROSE KERBSIDE JUNCTION BOX

TOP VIEW

TOP VIEW (WITHOUT LID)

LID

SECTION A-A

FRONT VIEW TRAFFIC SIDE VIEW

T
R

A
F

F
I
C

 
D

I
R

E
C

T
I
O

N

6
.
2
5
 
 
Ø

2
2

.
5

5
6

5

4
7

7

112

320

370

1
1

2

5
4

4
0

20

112

2
0

1
2

6

20

1
0

.
5

6.5 Ø

8 Ø

8 Ø

8 Ø

6.5 Ø

2
2

.
5

1
0

.
5

2
2

.
5

2
2

.
5

2
0

1
0

10

10

1
0

A

 

A

 

TRAFFIC DIRECTION

NOTES:

1.  BED CABLE PIT ON 300mm OF FREE

DRAINING COMPACTED GRANULAR

MATERIAL.

2.  BACK FILL WITH SAND AROUND CHAMBER.

3.  300mm WIDE CONCRETE MOWING PAD

AROUND MANHOLE LID

DISCLAIMER: SEE SHEET 000-0000-0-7104-00

LOCAL CABLE PIT


