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NOTES

1 THE LAYOUT DOWNSTREAM FROM THE LIMIT LINE IS BASED ON

THE STANDARD TREATMENT SET OUT IN THE NZTA ITS DRAWING

000-0000-7104-10 FOR MERGE FROM TWO LANES TO A SINGLE 

LANE AT NOSE

2 BYPASS MERGE LANE MERGE AREA TO BE DETERMINED ON 

SITE BY SITE BASIS TAKING INTO ACCOUNT AVAILABLE LENGTH

FROM LIMIT LINE TO RAMP NOSE

3 USE OF VERTICAL LOUVRES SHOULD BE  CONSIDERED ON 

LANTERNS VISIBLE FROM THE MOTORWAY CARRIAGEWAY

4 SIGNS SHOWN ON THIS PLAN DO NOT INCLUDE EXISTING SIGNS

ON THE ON-RAMPS

5 FOR LOCATION AND SPACING OF FIXED PLATE SIGNS REFER TO

MOTSAM PART 1

6 TYPE OF SIGN DEPENDS UPON PERMITTED USERS

RAMP GEOMETRY AS PER NOTE 1

COUNT LOOPS

START OF TAPER

PROVIDE SAFETY

BARRIER PROTECTION OF

SIGNAL COLUMNS

MAINLINE LOOPS

END OF PHYSICAL NOSE

(0m)

LOOP POSITIONS ARE DEPENDENT UPON LENGTH OF RAMP

AWS TYPE B

AWS TYPE A

(IDEALLY NOT MORE

THAN 75m FROM

START OF RAMP)

AWS TYPE A

(IDEALLY NOT MORE

THAN 75m FROM

START OF RAMP)

Q3

Q4

Q2

Q1

ARTERIAL QUEUE

LOOP (SITE

SPECIFIC)

AWS POSITION IS DEPENDENT UPON LENGTH OF RAMP

90% OF DISTANCE BETWEEN 1ST QUEUE LOOPS AND LIMIT LINE

ADDITIONAL SINGLE QUEUE LOOPS 60% OF DISTANCE

BETWEEN 1ST QUEUE LOOPS AND THE LIMIT LINE

C2

ARTERIAL QUEUE

LOOP (SITE

SPECIFIC)

CONTROLLER

END OF PAINTED NOSE

END OF TAPER

DISCLAIMER: SEE SHEET 000-0000-0-7104-00


